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DESKTOP CARD

INSTRUCTIONS FOR USE AND FIRST
CONNECTION

~
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Electronic System Cockpit

The DESKTOP set is equipped with a Plug'n'Play
Ethernet motherboard for XPLANE 11.



The ESC motherboard has an Ethernet port where you
can connect an RJ45 cable to your computer's port.

If you already have ESC Plug'n'Play products other
than this one, simply add an Ethernet hub to connect
them to your computer.

PLEASE FOLLOW THIS SMALL MANIPULATION FOR THE
FIRST CONNECTION OF YOUR FIRST CARD:

IN WINDOWS:

Open Settings,

Then "Network and Internet"

Windows Settings

backup



Choose Ethernet in the left tab

Find a setting f |

Then choose ""change adapter options' in the right tab

Related settings

Change adapter options
Change advanced sharing options
Metwork and Sharing Center

Windows Firewall

Right click on your internet connection (icon in the
taskbar) and click on "Properties".



_rli_' Metwork Connections

Ui EF » Control Panel » MNetwork and Int

Organize = Disable this network device Diagnos:

| | Ethernet e !
%P‘j Metwork cable unplugged %r!_. )

K W Realtek Ga G Dicable

Status

Diagnose

Eridge Connections

Create Shortcut
Delete

Rename

aee (@

Properties

Choose the line "IPV4" and click on "Properties”

Metworking  Sharing

T

Connect using:

& Reaftek Gaming GBE Family Controller

This connection uses the following items:

EAClient pour les réseaux Microsoft ~
T3 Partage de fichiers et imprimantes Réseaux Microsaft

B npcap Packet Driver (NPCAF)

f? Planficateur de paquets QoS

8 Protocole Intemet version 4 (TCP/IPvd)
O 4 Protocole de multiplexage de carte réseau Microsoft

4 Filote de protocole LLOP Microsoft w
< >

Install... ] Uninstall Properties
Description

Protocole TCP/IP (Transmission Control Protocol/Intemet
Protocol). Protocole de réseau étendu par défaut permettant la
communication ertre différents résealx interconnectés.

0K || Cancel




PLEASE FILL IN AS THE EXAMPLE SHOWS ON THE
FOLLOWING IMAGE

[ e EA L LA E LR e A L e AR L] et
Metworking ~ Sharing BMCUL
B187E Wireles

Protocole Internet version 4 (TCP/IPw4) Properties

General

‘You can get IP settings assigned automatically if your network supports
this capability., Otherwise, you need to ask your network administrator
for the appropriate IP settings.

() Obtain an I address automatically
(@) Use the following IP address:

IP address: [192.168. 2 . 20

|A |—||—||—||—||—||—||—||5'I

|
Subnet mask: [255.255.255. 0 |
|

Default gateway: |

Obtain DMS server address automatically

(@) Use the following DMS server addresses:

Preferred DNS server: | ; E i |

Alternate DMS server: | . . . |

Validate settings upon exit Pt

Cancel

tems TITET SFTFEETEN

ONCE THIS STEP IS VALIDATED ALL the products ESC
WILL BE AUTOMATICALLY RECOGNIZED.

XPLANE :



YOU CAN NOW CONNECT THE RJ45 CABLE TO YOUR
COMPUTER.

It is highly recommended to power the motherboard

ONLY ONCE XPLANE 11 IS IN OPERATION.

THE MOTHERBOARD INITIALIZES IN ABOUT 15
SECONDS .

You are now ready to use your ESC product. on
XPLANE .

MSFS20 :

To make compatible on MSFS20 you must first copy
the NX1000MSFS20 package .



MNA1000MSFS20

Mom

B (nstall_Fsuipcy

l mobiflight-event-module
B sioc_so8s
#7] NX1000HC.ssi

If you have not installed FSUIPC, open the install folder
and launch the executable.

Once FSUIPC is installed go to the system folder in:
C:FSUIPC7/Eventfiles.

Mom Modifig le Type

B A3ZX-FEW1.evt Journal d'événem...

Journal d'é
Journal «

flybywire-aircraft-a320-neo.evt Journal d'é

B G236 Beechcraft Bonanza.evt
B G1000.evt
8 G3000.evt

Journal d'événem...

Journal d'événem...

Journal d'événem...

Copy the G1000.evt file and paste it into the FSUIPC7
folder.



l EventFiles

l HvarFiles

B sox

B utis

ﬂ Documents

B FsuiPCT.1log
FSUIP(

FSUIPC

8 FSUIPCT.ini

B Fsul

B rsul \

B rsuiPCilog

B FsuPCT_prevlog
‘B G1000.evt

B InstallFSUIPCT.log
B MsFs.bat

& uninstallFSUIPC7.ex

12/07/2021 1500
17:43

Dossier de fichiers
Dassier de fichiers
Dossier de fichiers
Dossier de fichiers
Raccourci
Document texte
Application

lcéne

Parameétres de co...
Fichier

Fichier KEY
Document texte
Document texte
Journal d'événem...
Docurnent texte
Fichier de comma...

Application

l UninstallFSUIPCY.log 0 21 17:43 Document texte

Now copy the "mobiflight-event-module" folder to the
COMMUNITY folder of your MSFS20.

Microsoft.FlightSimulator_Swekyb3d8bbwe LocalCache Packages Community

Nom Modifié

l fhybywire-aircraft-a320-neo
l fsuipec-lvar-module
l mobiflight-event-module 111272021 21:07

Then finally install SIOC and launch it as
ADMINISTRATOR .



a b

Opencockpits

Owrvriir
Cuvrir I'emplacerment du fichier
Ajouter a l'archive...

Ajouter a "Opencockpits 5I0C.rar"

Compresser et envoyer par e-mail..

Compresser dans "Opencockpits SI0OC.rar" et envoyer par e-mail

Exécuter en tant qu'administrateur

Résoudre les problémes de compatibilité

«l0Cards>» Module
|0Card device wer: 5.0
Status : Stopped
«F5SUIPCa Module
FSUIPC status @ Cannat link to FSUIPC ar wWideClient

FSUIPC werzion ;
Simulatar ;

«|0CP>» SERVER

Hostdddresz : 192 168.0.166
Puort: 8032 Clientz connecteds : 0

| <|0CP> Client Module #0

Hostdddress : LOCALHOST
Port: 8030 Statuz : Digabled

| <|0CP> Client Module #1

Hostdddresz ;. LOCALHOST
Port: 8039 Statuz : Digabled

C:\UszersharegtDesktop M1 D00MSFS 20

T O00HC . 2

LA sershareghDeskiopMAT THe20, 220
*RELOADIMG SIOCH

Loading SI0C canfig . IMI

C:AProgram Files [«8E]\O0Card=shS10Chsioc. ini
[ritializing [0card kodule

Loading SI0C Script

LAl zersgreghDeskiopi M1 000MSFS 204

)

L

E mpty S cript | E dit Script | S10C kanitar | Config Devices| Tray
Reload | Edit Ml | IOCPConsole | Multiple Scripts | Exit |

Click SETUP



By Manuel Wélez

x B0BS

SI0C: Setup

General ISIEIE Sewer] FSuipu:] IEIEF'EIients] VirtualDevices] Su:uunu:l]

[OCard de E
Statuz : Sk
FSUIPEC st SI0C Marme: MAIN_SI0C
FSUIPC vy -
Sirrulatar ; binimize: | |
Toggle Delay (ms): |0
HosztAddre 94 b ] l_
Port: 803 |OCards enahled: W
Hastiddre AD Freg Divisar: IW -
Part : 809 e .
- cript File: ]
: o, ini
HosztAddre .
Part: 809 |I::"'.L| sershgregh D esktoph M1 000MSFS20MM-T 000HC. 55
%M
W

Cancel |

Empty Scrpt | Edit Scrpt | SI0C Manikar | Config Devices| Tray

Setup
Reload | EditMl | IOCPCorsole | Multiple Scripts | Exit |

Enter "0" in the Toggle delay and click on the yellow
Script file folder.



Regarderdans : | | NX100DOMSF520 | 5 Efv

;37 Maom Medifié le Type
: _ Install_FSUIPCT 05/02/2022 11:39 Dossi
Accés rapide i i
mobiflight-event-meodule 05/02/2022 11:34 Dossi
Val Sioc_S0B5 05/02/2022 11:36 Dossi
Bireoy &% NX1000HC ssi 30/12/2021 14:38 sloC
[OCard g
Shatusz
(—
Bibliothéques
FSUIPC
FSUIPC I\J
I Simnulatol Ce PC
Hostadd K,_I;
I Port: 8 Tl
HostAdd
Port: & <
| - Nom dufichier :  |NX1000HC ssi
Hostadg
Part - & Types de fichiers : |SIOC script .551
Canicel Save & Exit
Ernpty Script | EditSeript | SI0C Monitor | Canfig Devices|
Setup
Reload | Edit. /NI | IOCPConsole | Multiple Scripts |

Select the NX1000HC script.
Then in the FSUIPC tab enter 5 refresh.



General] S10C Server  FSuipc l IEIEF'EIients] ‘v"irtuaIDevices] Su:uur'u:l]

Fsllipc enabled: v

Fsllipc Refresh(ms): |5|_

Cancel Save & Exit

Save and Exit and then close SIOC.

NOW LAUNCH MSFS20 AND CHOOSE THE CESSNA
G1000.

MAKE SURE THAT FSUIPC LAUNCHES AUTOMATICALLY
AND THAT THE WASM SERVER IS ENABLED:

FSUIPCT: Simulator not detected
File MSFS Assignments Options Log  Add-ons : Affichage Outils d'ap
elcome to FSUIPC WebSocket Server =
WASM » Dizable
i List Lvars
List Hvars
Set Lvar...
Activate Hvar...

Execute Calculator Code...

Reload



Once the plane is on the tarmac LAUNCH SIOC AS
ADMINISTRATOR.

Then power the motherboard .

Sioc must detect the connection within 10 seconds:
[ docesserver [

Hoztdddress : 192,168,220
Fort; 8032 Clients connecteds n
[ <I0CP> Client Module ¥0

LOG

Hoztdddress : LOCALHOST
Fort; 2030 Statusz : Dizabled

[ <I0CP> Client Module #1

Hoztdddress:  LOCALHOST
Fort; 2039 Statusz : Dizabled

Loading SI0C config . IMI ; S
C:AProgram Files [#86]% 0 CardshSI0Chsi0z. ini
Initializing [Jcard Module

Loading SI0C Script

LA zerghareghDeskiopi M1 D00MSFS 204

L i client connected

YOU ARE NOW READY TO USE THE DESKTOP CARD ON

MSFS2020.

For future uses you will simply have to launch SIOC
and power the motherboard.



Thank you for your trust!



