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INSTRUCTIONS FOR USE AND FIRST
CONNECTION

The motherboard has an Ethernet port where you can
connect an RJ45 cable to your computer port.

If you already have ESC Plug'n'Play products other than
this one, you just need to add an Ethernet hub to
connect them to your computer.

THANK YOU FOR FOLLOWING THIS LITTLE
MANIPULATION FOR THE FIRST CONNECTION OF YOUR
FIRST CARD:

IN WINDOWS:
Open settings,



Then *° Network and Internet "

Windows Settings

| Find a setting yel |

D Phone Network & Internet Personalization
s, Mouse Link your Android, iPhone Wi-Fi, airplane mode, VPN Background, lock screen, colors
(D$ Time & Language @ Gaming :’l? Ease of Access
mail, sync, A Speech, region, date Xbox Game Bar, captures, Game - MNarrator, magnifier, high
Mode contrast
e Update & Security
1, microphone R~/ Windows Update, recovery,

backup

Choose Ethernet in the left tab

Find a setting jo [




Then choose " change adapter options " in the right
tab

Felated settings

Change adapter options
Change advanced sharing options
Metworlk and Sharing Center

Windows Firewall

Right click on your internet connection (icon in the
task bar) and click on "' Properties ".
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Choose the line " IPV4 " then click on " Properties "

| Ethernet Properties

Metworking  Sharing

Connect using:

¥ Realtek Gaming GbE Family Controller
This connection uses the following tems:

IEl:livant pour les réseaux Microsoft A
>I_E Partage de fichiers et imprimantes Réseaux Microsoft

3 Npcap Packet Driver (NPCAP)

3 Planificateur de paguets QoS

'l Protocole Intemet version 4 (TCP/IPvd)
O & Protocole de muttiplexage de carte réseau Microsoft

& Pilote de protocole LLOP Microsoft W
< >

Install... Uningtall Properties
Description

Protocole TCPAIP (Transmission Contral Protocol /Intemet
Protocol). Protocole de réseau étendu par défaut pemmettant la
communication entre différents réseaux interconnectés.

QK Cancel

PLEASE FILL IN AS THE EXAMPLE GIVES ON THE
FOLLOWING IMAGE
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Networking = Sharing DNCUL
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Protocole Internet version 4 (TCP/IPvd) Properties

General
Th ¥ou can get IP settings assigned automatically if your network supparts
- this capability, Otherwise, you need to ask your network administrator
N for the appropriate IP settings.
¥
I () Obtain an IP address automatically
E (®) Use the following IP address:
L
i IP address: [192.168. 2 . 20 |
B subnetmask: | 355 . 55955 @ |
4
i Default gateway: | |
[ Obtain DNS server address automatically
(@) Use the following DMNS server addresses:
Preferred DMS server: | ; ; : |
Alternate DMS server: | . . . |
4 Validate settings upon exit Maberiad
Cancel
tems TTTERT ETEr TEN

ONCE THIS STEP IS VALIDATED, ALL ESC PRODUCTS
WILL BE AUTOMATICALLY RECOGNIZED.

IN THE CASE OF FLIGHT FACTOR A320:

Download it then extract the archive and move it all to
your XPLANE 11 folder:

xplanell/aircraft/laminar/flightfactora320/plugin



YOU CAN NOW CONNECT THE RJ45 CABLE TO YOUR
COMPUTER.

It is strongly recommended to power the motherboard

ONLY ONCE XPLANE 11 AND FFA320 ARE IN
OPERATION.

THE MOTHERBOARD IS INITIALIZED IN
APPROXIMATELY 15 SECONDS.

You are now ready to use your esc product.

Thank you for your confidence !



